
Page 1 of 11

COMMONWEALTH of VIRGINIA 
DEPARTMENT OF ENVIRONMENTAL QUALITY 

DRAFT PERMIT April 30, 2019
TO WITHDRAW GROUNDWATER IN THE 

EASTERN SHORE GROUNDWATER MANAGEMENT AREA

Permit Number: GW0077300 
Effective Date: Xxxxxxx XX, 20XX 
Expiration Date: Xxxxxxx XX, 20XX

Pursuant to Section 62.1-256 of the Ground Water Management Act of 1992 (Chapter 25, Title 62.1 of the Code of 
Virginia) and the Groundwater Withdrawal Regulations (Regulations) (9VAC25-610-10 et seq.), the State Water 
Control Board (Board) hereby authorizes the Permittee to withdraw and use groundwater in accordance with this
permit. 

Permittee     Fulushou, Inc.

Facility     Fulushou Inc.

Facility Address    9372 Lankford Highway

   Oak Hall, VA 23416

The Permittee’s authorized groundwater withdrawal shall not exceed:

          9,100,000   gallons per year, 
          3,800,000   gallons per month,  

The permitted withdrawal will be used to provide an agricultural water supply. Other uses are not authorized by this 
permit.  

The Permittee shall comply with all conditions and requirements of the permit. 

By direction of the State Water Control Board, this Permit is granted by:

Signed Date

Director, Office of Water Supply
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This permit is based on the Permittee’s application submitted on August 29, 2018, and subsequently amended to 
include supplemental information provided by the Permittee. The following are conditions that govern the 
system set-up and operation, monitoring, reporting, and recordkeeping pertinent to the Regulations.

Part I 
Operating Conditions

A. Authorized Withdrawal

1. The withdrawal of groundwater shall be limited to the following wells identified in the table below.  
Withdrawals from wells not included in Table 1 are not authorized by this permit and are therefore 
prohibited. 9VAC25-610-140.A

Table 1 
Owner 
Well 

Name

DEQ 
Well #

Well Depth  
(ft)

Screen 
Intervals

Aquifer* Latitude Longitude
Datum

Well 
1**

100-
01637 

To Be 
Determined 

To Be 
Determined 

To Be Determined 37° 54' 25.866" -75° 33' 4.183" WGS84 

Well 
2**

100-
01638 

To Be 
Determined 

To Be 
Determined 

To Be Determined 37° 54' 23.773" -75° 33' 5.338" WGS84 

Well 3 
100-

01639 
320 

280-320 Lower Yorktown-
Eastover

37° 54' 20.054" -75° 33' 3.858" WGS84 

Well 4 
100-

01640 
320 

280-320 Lower Yorktown-
Eastover

37° 54' 21.117" -75° 33' 6.511" 
WGS84 

Well 5
100-

01641 
320 

280-320 Lower Yorktown-
Eastover

37° 54' 20.442" -75°33'10.083" 
WGS84 

* Aquifer in use was estimated based on the USGS Eastern Shore Hydrogeologic Framework 
and will be updated using site-specific geophysical data collected as required by the permit.  

** Incomplete well construction information was located for this well. Well construction 
information will be collected using camera surveys as required by the permit.

2. Any actions that result in a change to the well operation, construction, or pump intake setting of 
wells included in this permit must be pre-approved by the Department of Environmental Quality 
(Department) in writing prior to implementing the change and a revised GW-2 Form must be 
submitted to the Department within 30 days after the physical construction of a well is altered or the 
pump intake setting has been changed. If changes are a result of an emergency, notify the 
Department within 5 days from the change. 9VAC25-610-140.C

B. Pump Intake Settings

1. The Permittee shall not place a pump or water intake device lower than the top of the uppermost 
confined aquifer that a well utilizes as a groundwater source or lower than the bottom of an 
unconfined aquifer that a well utilizes as a groundwater source in order to prevent dewatering of the 
aquifer, loss of inelastic storage, or damage to the aquifer from compaction. 9VAC25-610-140.A.6

2. Pump settings in individual wells are limited as follows. Any change in the pump setting must 
receive prior approval by the Department.  
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Owner Well Name DEQ Well # 
Max Pump Setting 

(feet below land surface)*

Well 1 100-01637 268 
Well 2 100-01638 268 
Well 3 100-01639 268 
Well 4 100-01640 268 
Well 5 100-01641 268

*Max pump settings were estimated based on the USGS Eastern Shore Hydrogeologic Framework. 
Following the collection of the geophysical log and camera survey data required by this permit, updated 
site-specific maximum pump setting depths will be provided by the Department to replace these estimated 
limits.

C. Reporting

1. Water withdrawn from each well shall be recorded consistently at the end of each month and 
reported to the Office of Water Supply, in paper or electronic format, on a form provided by the 
Department by the tenth (10th) day of each January, April, July and October for the respective 
previous calendar quarter.  Records of water use shall be maintained by the Permittee in accordance 
with Part III.F, 1 through 5 of this permit.9VAC25-610-140.A.9

2. The Permittee shall report any amount in excess of the permitted withdrawal limit by the fifth (5th) 
day of the month following the month when such a withdrawal occurred. Failure to report may result 
in compliance or enforcement activities. 9VAC25-610-140.C

3. The following is a summary of reporting requirements for specific facility wells:

Owner Well Name DEQ Well # Reporting Requirements

Well 1 100-01637 Water Use 

Well 2 100-01638 Water Use 

Well 3 100-01639 Water Use 

Well 4 100-01640 Water Use 

Well 5 100-01641 Water Use 

D. Water Conservation and Management Plan

1. The Water Conservation and Management Plan (WCMP) submitted in the application received 
September 21, 2018 and subsequently amended and then approved by the Department is 
incorporated by reference into this permit and shall have the same effect as any condition contained 
in this permit and may be enforced as such.

2. By the end of the first year of the permit cycle [date] the Permittee shall submit a detailed 
description of their leak detection and repair program activities and documentation to the 
Department that these activities have been conducted. This documentation shall include frequency of 
the activities completed and the findings and results of the activities during the first year of the 
permit term. 9VAC25-610-100.B.1.b,2.b,or 3.b

3. As soon as completed but not later than the end of the second year of the permit cycle [date], the 
Permittee shall submit to the Department results of a 12 month audit of the total amount of
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groundwater used in the distribution system and the separate amounts used for drinking and cooling. 
This audit report shall include the flock cycle start and end dates during the year, and any necessary 
changes to the leak detection and repair program or operations that affected water use. 9VAC25-
610-100.B.1.b,2.b,or 3.b

4. A report on the plan’s effectiveness in maintaining or reducing water use and a summary of 
proposed revisions to the WCMP to address any elements that can be improved based on operations 
to date shall be submitted by the end of years five [date] and ten [date] of the permit term. These 
reports shall include as appropriate: 9VAC25-610-140.C

a. Any new water saving equipment installed or water saving processes adopted; 
b. A summary of the operation of the cooling system for the houses during the report period 

including what months the cooling system was operated; 
c. Evaluation of the leak detection and repair program with a summary of any significant leaks 

found and repaired; and 
d. A summary of the flock cycles and overall water use patterns for each year covered by the 

report.

5. If revisions or additions to the plan are necessary an updated WCMP shall be submitted to the 
Department for approval along with the report prior to implementation of the revised plan 

6. Records of activities conducted pursuant to the WCMP are to be submitted to DEQ upon request. 

E. Mitigation Plan

The Mitigation Plan approved on October 4, 2018 by the Department is incorporated by reference into 
this permit and shall have the same effect as any condition contained in this permit and may be enforced 
as such. 9VAC25-610-110.D.3.g 

F. Well Tags

1. Each well that is included in this permit shall have affixed to the well casing, in a prominent place, a 
permanent well identification plate that records, at a minimum, the DEQ well identification number, 
the groundwater withdrawal permit number, the total depth of the well, and the screened intervals in 
the well. Such well identification plates shall be in a format specified by the Board and are available 
from the Department. 9VAC25-610-140.A.12

2. Well tags shall be affixed to the appropriate well casing within 30 days of receiving the tags from the 
Department. The accompanying well tag installation certification form shall be returned to the 
Department within 60 days of receipt of the tags. 9VAC25-610-140.C

Part II
Special Conditions

Pursuant to 9VAC25-610-140.B and C, the following Special Conditions apply to this permit in order to protect 
the public welfare, safety, and health or conserve, protect and help ensure the beneficial use of groundwater.
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A. Geophysical Log Data Collection 

By July 31, 2023, a complete suite of geophysical logs (Spontaneous Potential, Single Point Resistance, 
16/64 Short and Long Normal, Natural Gamma at a scale of 20 ft. per inch) shall be obtained from at 
least two (2) boreholes at the locations and depths approved by the Department during the coordination 
process. Given the unknown hydrogeology at the site and the known potential for significant horizontal 
variability, additional geophysical logs may be required as determined by the Department during the 
drilling work to assess the well field area. An electronic and hard copy of the geophysical logs shall be 
submitted to the Department within 30 days of collection to allow determination of the top and bottom 
of the aquifer in use.  9VAC25-610-140.C

At least two months prior to the scheduled geophysical logging, the Permittee shall notify the 
Department of the drilling timetable to receive any further guidance needed on performing the 
geophysical logging and to allow scheduling of Department staff to make a site visit during the drilling 
of the borehole and/or the geophysical logging.  Geophysical log data collected without the oversight of 
the Department will not be accepted.

B. Pump Intake Determination and Reset

Within 90 days of notification of the maximum pump setting depth as determined by Department staff 
based on new geophysical log data obtained by the Permittee as required by the permit, the Permittee shall 
ensure the pump intake for each production well is set above the setting stated in the notification. 

C. Meter Installation Verification/Correction

If notified by DEQ through an inspection report that meters meeting the requirements set forth in Part III 
Condition I of this permit have not been correctly installed on each production well in such a manner as 
to record total withdrawals from the well including both cooling water and drinking water, the Permittee 
shall correct any identified meter issues within 60 days of notification.   

D. Unknown Well Construction

By September 30, 2022, the Permittee shall perform a camera survey of Well #1 (DEQ#100-01637), and 
Well #2 (DEQ Well #100-01638), to determine the well depth, casing size(s) and type(s), and screen 
interval(s). This evaluation is also to include documentation of the pump intake depth and capacity. A 
video of the survey and a completed GW-2 form based on the camera survey results is to be submitted to 
the Department within 30 days of completion. 

At least 30 days prior to the scheduled camera survey, the Permittee shall notify the Department of the 
survey schedule to receive any further guidance needed and to allow scheduling of Department staff to 
make a site visit during the camera survey.  A camera survey with inconclusive/unclear data will not be 
accepted by the Department. Undocumented wells will be required to be abandoned in the next permit 
term. 

E. Alternative Source Investigation

1. By September 30, 2025, the Permittee shall conduct an investigation of the surficial aquifer



Groundwater Withdrawal Permit - GW0077300 

[DRAFT]April 30, 2019

Page 6 of 11

(Columbia) to evaluate the ability of the surficial aquifer to provide all or part of the water supply 
needs for the facility. The investigation shall include water quality and pump test data collected from 
a surficial aquifer test well constructed on-site with Department oversight to ensure the well is properly 
screened in the surficial aquifer. A geophysical log shall be obtained from the surficial aquifer test 
well per Part III.K of the permit unless a geophysical log collected from an existing production well 
is accepted by DEQ as representing the Columbia aquifer at the test well location. An existing well 
screened in the surficial aquifer located on or near the facility may be used where approved by DEQ 
as an alternative. An existing well must have sufficient well construction information available to 
verify it is screened in the surficial aquifer, and properly constructed, in order to be considered. 

2. A report on the results of the investigation shall be provided to DEQ by March 31, 2026.

Part III 
General Conditions

A. Duty to Comply

The Permittee shall comply with all conditions of the permit. Nothing in this permit shall be construed to 
relieve the permit holder of the duty to comply with all applicable federal and state statutes, regulations 
and prohibitions. Any permit violation is a violation of the law and is grounds for enforcement action, 
permit termination, revocation, modification, or denial of a permit application. 9VAC25-610-130.A

B. Duty to Cease or Confine Activity

It shall not be a defense for a Permittee in an enforcement action that it would have been necessary to 
halt or reduce the activity for which a permit has been granted in order to maintain compliance with the 
conditions of the permit. 9VAC25-610-130.B

C. Duty to Mitigate

The Permittee shall take all reasonable steps to avoid all adverse impacts that may result from this 
withdrawal as defined in 9VAC25-610-10 and provide mitigation of the adverse impact when necessary 
as described in 9VAC25-610-110.D.3.g. 9VAC25-610-130.C

D. Inspection, Entry, and Information Requests

Upon presentation of credentials, the Permittee shall allow the Board, the Department, or any duly 
authorized agent of the Board, at reasonable times and under reasonable circumstances, to enter upon the 
Permittee's property, public or private, and have access to, inspect and copy any records that must be 
kept as part of the permit conditions, and to inspect any facilities, well(s), water supply system, 
operations, or practices (including sampling, monitoring and withdrawal) regulated or required under the 
permit. For the purpose of this section, the time for inspection shall be deemed reasonable during regular 
business hours. Nothing contained herein shall make an inspection time unreasonable during an 
emergency. 9VAC25-610-130.D

E. Duty to Provide Information
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The Permittee shall furnish to the Board or Department, within a reasonable time, any information that 
the Board may request to determine whether cause exists for modifying or revoking, reissuing, or 
terminating the permit, or to determine compliance with the permit. The Permittee shall also furnish to 
the Board or Department, upon request, copies of records required to be kept by regulation or this 
permit. 9VAC25-610-130.E 

F. Monitoring and Records Requirements

1. The Permittee shall maintain a copy of the permit on-site and/or shall make the permit available 
upon request. 9VAC25-610-130.E

2. Monitoring of parameters shall be conducted according to approved analytical methods as specified 
in the permit. 9VAC25-610-130.F.1

3. Samples and measurements taken for the purpose of monitoring shall be representative of the 
monitored activity. 9VAC25-610-130.F.2

4. The Permittee shall retain records of all monitoring information, including all calibration and 
maintenance records and all original strip chart or electronic recordings for continuous monitoring 
instrumentation, copies of all reports required by the permit, and records of all data used to complete 
the application for the permit, for a period of at least three years from the date of the expiration of a 
granted permit. This period may be extended by request of the Board at any time. 9VAC25-610-
130.F.3

5. Records of monitoring information shall include as appropriate: 9VAC25-610-130.F.4 

a. the date, exact place and time of sampling or measurements;  

b. the name(s) of the individual(s) who performed the sampling or measurements;  

c. the date the analyses were performed; 

d. the name(s) of the individual(s) who performed the analyses; 

e. the analytical techniques or methods supporting the information, such as observations, 

f. readings, calculations and bench data used;  

g. the results of such analyses; and 

h. chain of custody documentation. 

G. Environmental Laboratory Certification

The Permittee shall comply with the requirement for certification of laboratories conducting any tests, 
analyses, measurements, or monitoring required pursuant to the State Water Control Law (§ 62.1-44.2 et 
seq.), Environmental Laboratory Certification Program (§ 2.2-1105et seq.), Certification for
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Noncommercial Environmental Laboratories (1VAC30-45), and/or Accreditation for Commercial 
Environmental Laboratories (1VAC30-46), and 

a. Ensure that all samples and measurements taken for the purpose of monitoring shall be 
representative of the monitored activity.

b. Conduct monitoring according to procedures approved under 40CFR Part 136 or alternative 
methods approved by the U.S. Environmental Protection Agency. 

c. Periodically calibrate and perform maintenance procedures on all monitoring and analytical 
instrumentation at intervals that will ensure accuracy of measurements. (1VAC30-45-20) 

H. Future Permitting Actions 

1. A permit may be modified or revoked as set forth in Part VI of the Regulations. 9VAC25-610-290 
and 9VAC25-610-130.G

2. If a Permittee files a request for permit modification or revocation, or files a notification of planned 
changes, or anticipated noncompliance, the permit terms and conditions shall remain effective until 
the Board makes a final case decision. This provision shall not be used to extend the expiration date 
of the effective permit. 9VAC25-610-130.G

3. Permits may be modified or revoked upon the request of the Permittee, or upon Board initiative, to 
reflect the requirements of any changes in the statutes or regulations. 9VAC25-610-130.G

4. The Permittee shall schedule a meeting with the Department prior to submitting a new, expanded or 
modified permit application. 9VAC25-610-85 

5. A new permit application shall be submitted 270 days prior to the expiration date of this permit, 
unless permission for a later date has been granted by the Board, to continue a withdrawal greater 
than or equal to 300,000 gallons in any month while an application for a renewal is being processed. 
9VAC25-610-96

6. A new permit application shall be submitted 270 days prior to any proposed modification to this 
permit that will (i) result in an increase of withdrawal above permitted limits; or (ii) violate the terms 
and conditions of this permit. 9VAC25610-96 

7. The applicant shall provide all information described in 9VAC25-610-94 for any reapplication. 
9VAC25-610-96.C

8. The Permittee must notify the Department in writing of any changes to owner and facility contact 
information within 30 days of the change. 9VAC25-610-140.C

I. Metering and Equipment Requirements

1. Each well and/or impoundment or impoundment system shall have an in-line totalizing flow meter to 
read gallons, cubic feet, or cubic meters installed prior to beginning the permitted use.  Meters shall 
produce volume determinations within plus or minus 10% of actual flows. 9VAC25-610-140.A.7.b
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a. A defective meter or other device must be repaired or replaced within 30 days. 

b. A defective meter is not grounds for not reporting withdrawals. During any period when a 
meter is defective, generally accepted engineering methods shall be used to estimate 
withdrawals. The period during which the meter was defective must be clearly identified in 
the groundwater withdrawal report required by Part I, Subsection D of this permit. An 
alternative method for determining flow may be approved by the Board on a case-by-case 
basis.

2. Each well shall be equipped in a manner such that water levels can be measured during pumping and 
non-pumping periods without dismantling any equipment. Any opening for tape measurement of 
water levels shall have an inside diameter of at least 0.5 inches and be sealed by a removable plug or 
cap. The Permittee shall provide a tap for taking raw water samples from each permitted well. 
9VAC25-610-140.A.7.e

J. Minor Modifications

1. A minor modification to this permit must be made to replace an existing well(s) or add an additional 
well(s) provided that the well(s) is screened in the same aquifer(s) as the existing well(s), and is in 
the near vicinity of the existing well(s), the total groundwater withdrawal does not increase, the area 
of impact does not increase, and the well has been approved by the Department prior to construction. 
9VAC25-610-330.B.4 and 5  

2. A minor modification to this permit must be made to combine withdrawals governed by multiple 
permits when the systems are physically connected as long as interconnection will not result in 
additional groundwater withdrawal and the area of impact will not increase. 9VAC25-610-330.B.6 

3. Minor modifications to this permit must also be made to:

a. Change an interim compliance date up to 120 days from the original compliance date, as long 
as the change does not interfere with the final compliance date. 9VAC25-610-330.B.7

b. Allow for change in ownership when the Board determines no other change in the permit is 
necessary and the appropriate written agreements are provided in accordance with the 
transferability of permits and special exceptions. 9VAC25-610-320 and 9VAC25-610-
330.B.8 

c. Revise a Water Conservation and Management Plan to update conservation measures being 
implemented by the Permittee that increase the amount of groundwater conserved. 9VAC25-
610-330.B.9

K. Well Construction

At least 30 days prior to the scheduled construction of any well(s), the Permittee shall notify the 
Department of the construction timetable and receive prior approval of the well(s) location(s) and 
acquire the DEQ Well number. All wells shall be constructed in accordance with the following 
requirements.
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1. A well site approval letter or well construction permit must be obtained from the Virginia 
Department of Health prior to construction of the well. 9VAC25-610-130.A

2. A complete suite of geophysical logs (Spontaneous Potential, Single Point Resistance, 16/64 Short 
and Long Normal, Natural Gamma) shall be completed for the well and submitted to the Department 
along with the corresponding completion report. 9VAC25-610-140.C

3. The Permittee shall evaluate the geophysical log and driller’s log information to estimate the top of 
the target aquifer and; therefore, a depth below which the pump shall not be set. The Permittee's 
determination of the top of the target aquifer shall be submitted to the Department for review and 
approval, or approved on site by the Department’s Groundwater Characterization staff, prior to 
installation of any pump. 9VAC25-610-140.A.6

4. The Permittee shall install gravel packs and grout in a manner that prevents leakance between 
aquifers.  Gravel pack shall be terminated close to the top of the well screen(s) and shall not extend 
above the top of the target aquifer. 9VAC25-610-140.C

5. A completed GW-2 Form and any additional water well construction documents shall be submitted 
to the Department within 30 days of the completion of any well and prior to the initiation of any 
withdrawal from the well. 9VAC25-610-140.C. The assigned DEQ Well number shall be included 
on all well documents. 9VAC25-610-140.C

6. In addition to the above requirements, construction of a Water Level Monitoring State Observation 
Well (SOW) requires:

a. The Permittee shall coordinate activities with the Department’s Groundwater 
Characterization Program (GWCP) to determine the appropriate observation well location 
and construction schedule, along with the needed screen interval(s), and other completion 
details following review of geophysical logging. 9VAC25-610-140.C

b. Prior to preparation of bid documents for construction of the observation well, the Permittee 
shall notify the Department and shall include any GWCP requirements in the bid documents. 
At a minimum, the Department will require a pre-bid meeting with interested drilling 
contractors and a pre-construction meeting with the successful bidder. 9VAC25-610-140.C

c. Instrumentation to meet the requirements for real-time data transmission consistent with the 
State Observation Well Network shall be purchased by the Permittee. The Permittee shall 
submit a purchase order based on the Department’s equipment specifications for review and 
approval prior to purchase of the equipment. The Permittee shall not be required to install 
the equipment. 9VAC25-610-140.C

7. In addition to the above requirements, construction of a Chloride Monitoring SOW requires:

a. The Permittee shall coordinate activities with the Department’s Groundwater 
Characterization Program (GWCP) to determine the appropriate observation well location 
and construction schedule, along with the needed screen interval(s), and other completion 
details following review of geophysical logging. 9VAC25-610-140.C
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b. Prior to preparation of bid documents for construction of the observation well, the Permittee 
shall notify the Department and shall include any GWCP requirements in the bid documents. 
At a minimum, the Department will require a pre-bid meeting with interested drilling 
contractors and a pre-construction meeting with the successful bidder. 9VAC25-610-140.C

c. Instrumentation to meet the requirements for real-time data transmission consistent with the 
State Observation Well Network shall be purchased by the Permittee. The Permittee shall 
submit a purchase order based on the Department’s equipment specifications for review and 
approval prior to purchase of the equipment. The Permittee shall not be required to install 
the equipment. 9VAC25-610-140.C

d. Instrumentation to meet the requirements for continuous measurement of specific 
conductance from multiple levels within the well screen shall be purchased by the Permittee. 
The Permittee shall submit a purchase order based on the Department’s equipment 
specifications for review and approval prior to purchase of the equipment. The Permittee 
shall not be required to install the equipment. 9VAC25-610-140.C

L. Permit Reopening 

This permit may be reopened for the purpose of modifying the conditions of the permit as follows: 

a. To meet new regulatory standards duly adopted by the Board. 9VAC25-610-140.A.11

b. When new information becomes available about the permitted withdrawal, or the impact of 
the withdrawal, which had not been available at permit issuance and would have justified the 
application of different conditions at the time of issuance. 9VAC25-610-310.B.1 

c. When the reported withdrawal is less than 60% of the permitted withdrawal amount for a 
five-year period. 9VAC25-610-310.B.2

d. If monitoring information indicates the potential for adverse impacts to groundwater quality 
or level due to this withdrawal. 9VAC25-610-140.C
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COMMONWEALTH of VIRGINIA 
DEPARTMENT OF ENVIRONMENTAL QUALITY 

PERMIT ISSUANCE FACT SHEET 

Groundwater Withdrawal Permit Number: GW0077300 
Application Date: August 29, 2018

The Department of Environmental Quality (Department or DEQ) has reviewed the application for a 
Groundwater Withdrawal Permit. Based on the information provided in the application and subsequent 
revisions, DEQ has determined that there is a reasonable assurance that the activity authorized by the 
permit is a beneficial use as defined by the regulations. Groundwater impacts have been minimized to 
the maximum extent practicable. The following details the application review process and summarizes 
relevant information for developing the Permit and applicable conditions.

Permittee / Legal Responsible Party

Name & Address:    Fulushou Inc.
   7901 Dividing Creek Rd 
   Pocomoke City, MD 21851 

Phone:     (443) 366-2036

Facility Name and Address

Name & Address:    Fulushou Inc.
   9372 Lankford Highway 
   Oak Hall, VA 23416

Phone:     (443) 366-2036

Contact Information:

Name:     Hien Tran
E-mail:    hientran8125@yahoo.com
Phone:    (443) 366-2036

Proposed Beneficial Use:

The proposed use for this withdrawal is for agriculture. Withdrawals will supply a poultry growing 
operation with water for cooling of chicken houses as well as for direct consumption by poultry. 



Permit Issuance Fact Sheet

Groundwater Withdrawal Permit - GW0077300 

[DRAFT] April 30, 2019

Page 2 of 11

Processing Dates

Processing Action Date Occurred/Received
Pre-Application Meeting: July 2, 2018
Application Received: September 21, 2018
Permit Fee Deposited by Accounting: Not Applicable
Notice of Deficiency Sent September 20, 2018
Response to Notice of Deficiency Received: October 4 & November 19, 

2018 
Request for Additional Information Sent: None sent
Response to Request for Additional Information Received: Not applicable
Local Government Ordinance Form Received: September 29, 2018
Application Complete: October 4, 2018
Submit Request for Technical Evaluation: December 18, 2018
Technical Evaluation Received: February 14, 2019
Draft Permit Package Sent: TBD
Submit Draft Permit for Public Notice: TBD
Public Notice Published: TBD
End of 30-Day Public Comment Period: TBD
Response to Public comment: TBD
Public Meeting or Hearing: TBD

Application

Application Information

Fulushou Inc. is a poultry farm owned by Hien Tran and located in Accomack County.  Fulushou 
Inc. has twelve (12) poultry houses and five (5) production wells. The houses are each 40 ft. wide 
by 560 ft. long. Four houses were constructed prior to 1994 and the rest were constructed prior to 
2002 based on aerial photo documentation.  The wells were constructed prior to January 1, 2000. 
The farm produces broilers. Additional information on how water is used at the farm is discussed 
in the basis of need section of the fact sheet. 

Location of Facility/Withdrawal:

Water Supply Planning Unit: Accomack & Northampton 

County: Accomack County

GWMA/Aquifer: Eastern Shore/ Lower Yorktown-Eastover 

Conjunctive Use Source: This system uses no surface water and is therefore not a conjunctive use 
system. 
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Withdrawal Use, Current Need, and Projected Demand:

Basis of Need:

Poultry farms use groundwater to provide drinking water to the birds as well as to supply water to 
either misting systems or evaporative cooling pads designed to regulate temperatures in the house 
and keep the birds cool. Cooling is primarily required in summer. 

Water use for poultry farms varies seasonally as well as in response to the poultry life cycle. 
Generally during winter, fall, and spring, facility withdrawals rise and fall in a predictable pattern 
every 50-60 days, or the length of time it takes to raise a flock, with increased usage primarily 
resulting from increased water consumption as the birds gain weight.  This water use pattern starts 
with low water consumption volumes for chick development and peaks in the last 20-30 days as 
growers seek to maximize adult weight gains. Typically, farms raise around five flocks per year 
with this cycle repeating each time.  During the summer, withdrawal volumes increase due to 
additional water usage for flock cooling purposes.

Water volumes used for consumption are controlled by a computer system that provides water to 
the drinker system, which provides access to water for the birds but limits spillage or excess 
moisture from entering the house.  Avoiding excess moisture is critical to bird health and as a 
result, careful conservation of water is already a key tenet of management in a broiler house.  The 
computer tracks water supplied to the drinking system and records the volume. This data was 
maintained by some farms but in many cases was not recorded long-term. Where available, data 
from the computer is discussed in the historic withdrawals section of the factsheet.   

The cooling systems are operated based on temperature and humidity and while usage is typically 
restricted to summers, operation of the cooling systems tends to vary between farms.  Historically, 
water supplied to the cooling systems was not metered so very limited data is available on usage.  

Water Demand Projection:

Water demands were based on estimated drinking and cooling water amounts needed to supply all 
the system houses.  Proposed withdrawal limits were calculated based on the total of both 
consumption (drinking water) and cooling.  Water use for consumption was calculated based on 
2017 annual usage data recorded by the facilities computer controlled watering system. This data 
was used, along with the DEQ provided “Poultry Water Use Calculation” worksheet to estimate 
future demand of the facility.

As no data on volumes used for cooling was available from farms operating on the shore, a 
procedure for estimating water use for cooling was developed for use based on discussions with 
industry stakeholders, individual farmers, and a review of available literature. House size and 
cooling fan capacity were identified as the major variables determining water use for cooling 
poultry houses.  A formula based on 1.6 gallons per year per cubic foot per minute (cfm) of 
cooling fan capacity was determined to be representative for the Delmarva area poultry 
industry.  The major variable for cooling fan capacity is the width of the house as that provides 
for the number and size of cooling fans that can be installed.  The combined total width of the 
houses for the facility was used as the basis to estimate cooling water use. The water use
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calculations are attached to the fact sheet.  The permit requires metering of the wells to record 
total water use and actual amounts used for cooling will be collected. 

Water demands are not expected to change as the amount requested represents the maximum 
capacity of the farm and no additional houses are considered in this permit.  Therefore, no 
projections are included for this facility.

Withdrawal Volumes Requested:

The applicant requested the following withdrawal volumes based upon the projected groundwater 
demand.

Period of 
Withdrawal

Actual Volume (Gal.) Volume in MGD 

Maximum Monthly: 3,800,000 0.123 
Maximum Annual: 9,100,000 0.025 

DEQ Evaluation

Historic Withdrawals:

The applicant provided annual water consumption data recorded by the computer controlled 
watering system at the facility, however no information was provided regarding how this water 
was used, ie cooling consumption, or facility maintenance. This data may not be a reliable 
estimate of consumption at the facility, however it was considered during our determination of the 
permit withdrawal limits. 

Analysis of Alternative Water Supplies:

The Eastern Shore of Virginia is an area primarily served by groundwater with the majority of 
withdrawals coming from the three confined Yorktown-Eastover (Upper/Middle/Lower) aquifers. 
There is limited surface water availability with the majority of streams being too small to supply 
sufficient water for most purposes, larger water bodies are typically tidally influenced, and water 
quality concerns have limited the development of these sources.  Withdrawals from the surficial 
aquifer, or water table, are one viable alternative to withdrawals from the confined system. While 
withdrawals from the surficial aquifer can present additional water quality challenges in the form 
of iron forming bacteria and increased vulnerability to surface contaminants, it may be viable in 
some locations where capacity and quality are sufficient.  In general, drinking water for poultry 
must be of higher quality than the cooling water. In most cases, site-specific data will be necessary 
to determine the viability of the surficial aquifer and to determine what portions of the use it can 
supply.  

Public Water Supply:

The proposed withdrawal does not contain a public water supply component.  
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Water Supply Plan Review:

A Water Supply Planner coordination request was sent on September 10, 2018 and a response was 
received on January 9, 2019.  The response noted several key items.

The Accomack County Regional Water Supply Plan (Plan) includes irrigating agricultural 
facilities using both groundwater and surface water, with current permitted amounts sufficient to 
meet demands into 2040.  The plan, however, does not include existing poultry farms in their 
assessments. While the seafood industry could also show future growth in the region, Section 4.0 
of the ANPDC Groundwater Management Plan details industrial water for seafood and poultry 
processing, noting over 90% of industrial groundwater usage is related to poultry processing.  
WSP Staff note existing water quality concerns for surface waters and no significant water 
surpluses or sources in Accomack County to serve as alternative sources.  Additionally, WSP staff 
reviewed the current alternatives under consideration, such as water table wells, and noted that the 
ability of the National Resources Conservation Service’s (NRCS) Environmental Quality 
Incentives Program (EQIP) program to fund such efforts is currently unknown.  The current lack 
of inclusion of poultry in the region's plan, existing water quality and alternative source concerns, 
and the unknown status of funding for alternative development underlines potential regional 
resource concerns to be addressed in future planning efforts.  

DEQ Recommended Withdrawal Limits:

The recommended withdrawal limits are based on the total of both consumption (drinking water) 
and cooling.  Water use for consumption was evaluated based on computer controller data from 
the farm, which was used as a basis for calculations on the DEQ provided “Poultry Water Use 
Calculation” worksheet. DEQ staff evaluated the water use from previous flocks and determined 
the values provided a reasonable basis for estimating annual and monthly withdrawal amounts.

DEQ staff evaluated the volumes requested for cooling and determined they were accurately 
calculated using the procedure discussed in more detail above.  Given the lack of data available for 
evaluating poultry water use, DEQ believes the methods employed are conservative enough to 
provide sufficient water for the farm to continue operation while still providing a reasonable limit 
for the permits.  It is expected that as more metered data becomes available, withdrawal limits may 
be reduced in cases where actual water use is significantly lower than the permit limits.

Withdrawal limits were rounded to nearest hundred thousand in accordance with DEQ’s April 6, 
2015 “Rounding Memo”.  DEQ recommends the following withdrawal volumes based upon 
evaluation of the groundwater withdrawal permit application. 

Period of 
Withdrawal

Actual Volume (Gal.) Volume in MGD 

Maximum Monthly: 3,800,000 0.081 
Maximum Annual: 9,100,000 0.025 

Technical Evaluation:  

Aquaveo, LLC performed a technical evaluation of the application for the Department based on 
the VAHydroGW-ES model.  As an aquifer pump test was not performed, the properties from the
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VAHydroGW-ES model were used to simulate the potential drawdown resulting from the 
proposed withdrawal. The model uses a base simulation which includes all existing permits 
(except the applicant wells) operating at their 2017 maximum annual withdrawal limit allowed 
under the terms of their permit for all Ground Water Management Area (GWMA) permit holders. 
This base simulation is then executed for 50 years. A second 50-year simulation was then 
conducted using the VAHydroGW-ES model with the applicant’s proposed withdrawals added to 
the base simulation to simulate drawdown resulting from the applicant’s wells using the proposed 
withdrawal volumes. The objectives of this evaluation were to determine the areas of any aquifers 
that will experience at least one foot of water level decline due to the proposed withdrawal (the 
Area of Impact or AOI), to determine the potential for the proposed withdrawal to cause salt-water 
intrusion, and to determine if the proposed withdrawal meets the 80% drawdown criteria.  A 
summary of the results of the evaluation are provided below and the full technical evaluation is 
attached to this fact sheet as Attachment 2.

Aquaveo, LLC reviewed and compared simulated 2017 water levels from the reported use to 
USGS measured water levels in observation wells closest to the applicant’s withdrawal for the 
same year for the Upper, Middle, and Lower Yorktown-Eastover aquifers.  Comparing the 
VAHydroGW-ES 2017 Historic Use Water Level with the USGS Network Well 2017 Water 
Level provides a method for judging the accuracy of the VAHydroGW-ES model. They noted the 
Upper Yorktown-Eastover 2017 VAHydroGW-ES water level is similar to, or a few feet higher 
than the level observed in the USGS Network 2017 USGS observation wells in the area. The 
modeled Middle Yorktown-Eastover water levels are one half to six feet lower than those 
observed in observation wells. Finally, the modeled Lower Yorktown-Eastover water Levels are 
one to five feet lower than those observed in the observation wells. Aquaveo also noted that the 
observed water levels in all three aquifers exhibit yearly fluctuations in water levels of 
approximately 2 to 4 ft.  Water levels simulated by the VAHydroGW-ES do not fluctuate in the 
same manner because the pumping and recharge simulated in the model for any given year are 
averaged over the year and entered in the model as the average value for the year.  Aquaveo 
concluded that while there are some variations between the observed and simulated water levels, 
the fluctuations and general patterns observed in the USGS wells are simulated by the 
VAHydroGW-ES model and the water levels from the two sources are in general agreement.  
Differences between observed and simulated water levels will be noted and addressed during the 
next calibration of the VAHydroGW-ES model. 

The potential for adverse changes to water quality due to increases salinity resulting from the 
proposed withdrawal was evaluated using transient, density-dependent, SEAWAT simulations 
using the VAHydroGW-ES.  The results indicated that no model cells simulate an increase in 
chloride concentration greater than 15 mg/L due to the proposed withdrawal. Therefore, the 
VAHydroGW-ES model results do not indicate the potential for reduced water quality.

The results of the VAHydroGW-ES simulations predict areas of impact due to the proposed 
withdrawal in the Middle and Lower Yorktown-Eastover aquifers. The Area of Impact  (AOI), or 
the area in which the withdrawal is expected to result in a drawdown of at least 1 foot, extend a 
maximum distance of approximately 0.4 and 0.9 miles from the production center in the Middle 
and Lower Yorktown-Eastover aquifers, respectively. As the AOI extends beyond the property 
line, a mitigation plan is required and will be incorporated into the permit.  The modeled area of 
impact determines the area in which the facility must evaluate any impacts according to the 
process laid out in the mitigation plan.
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With the inclusion of the proposed withdrawal, the model simulated water levels at 2.7, -8.1, and -
55.1 ft. msl for the Upper, Middle, and Lower Yorktown-Eastover aquifers, respectively.  The 
80% drawdown criterion allows the potentiometric water level (based on the critical surface 
elevation calculated from the VAHydroGW-ES data) to be reduced to -68.0, -132.6, and -178.8 
feet msl for the Upper, Middle, and Lower Yorktown-Eastover aquifers, respectively. Therefore, 
the water levels in the VAHydroGW-ES cell containing the applicant wells for each confined 
aquifer are not simulated to fall below the critical surface. Additionally, no new VAHydroGW-ES 
cells are simulated to have water levels below the critical surface. Therefore, this withdrawal is 
within the limits set by the 80% drawdown criterion. 

Aquaveo, LLC concluded that the proposed withdrawals meet technical criteria for permit 
issuance. Maps of the AOIs are included in the attached Mitigation Plan.

Part I 
Operating Conditions

Authorized Withdrawals:

Owner Well Name DEQ Well # Aquifer* Type
Max Pump Setting

(ft. bls)*

Well 1 100-01637 Lower Yorktown-Eastover Production 268

Well 2 100-01638 Lower Yorktown-Eastover Production 268

Well 3 100-01639 Lower Yorktown-Eastover Production 268

Well 4 100-01640 Lower Yorktown-Eastover Production 268

Well 5 100-01641 Lower Yorktown-Eastover Production 268

 *Max pump settings and aquifer were estimated based on the USGS Eastern Shore Hydrogeologic 
Framework and will be updated using site-specific geophysical data and camera surveys collected 
as required by the permit.

Additional Wells 

Observation Wells:  

There are no know observation wells at the facility. 

Abandoned Wells:  

There are no know abandoned wells at the facility.

Out of Service Wells: 

There are no know out of service wells at the facility.
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Pump Intake Settings:

Pump intake depths of 95 ft. bls were stated in the Section 13 Worksheet in the application but 
supporting documentation was not found. A pump intake depth of 160 ft. bls was documented on 
the well completion forms for Wells #3, #4, and #5.  The pump intake depths for Wells #1 and #2 
are not documented and are to be determined and adjusted as needed during the camera survey. No 
geophysical log data was available for this site and therefore aquifer elevation for the tops of the 
aquifer(s) in use were estimated using the USGS Eastern Shore Hydrogeologic Framework.  Once 
geophysical log data is obtained in compliance with the permit, DEQ geologists will determine the 
top of the aquifer in use, which will be the pump intake limit above which the pumps must be set.  
The permittee will have 90 days to ensure all pumps meet the intake limits once notified of the 
limits by DEQ.

Withdrawal Reporting: 

Groundwater withdrawals are to be recorded monthly and reported quarterly.  

Water Conservation and Management Plan:

A Water Conservation and Management Plan (WCMP) meeting the requirements of 9VAC25-
610-100.B was submitted and reviewed as part of the application process.  The accepted Plan is to 
be followed by the permittee as an operational Plan for the facility/water system.

" A detailed description of the leak detection and repair program activities and 
documentation to the Department that these activities have been conducted is due by the 
end of the first year of the permit term. 

" A result of a 12-month audit of the total amount of groundwater used in the distribution 
system and the amounts for drinking and cooling water, documentation of the flock cycle 
start and end dates, and any necessary changes to the operation affecting water use is due 
by the end of the second year of the permit term. 

" A report on the plan’s effectiveness in maintaining or reducing water use amounts needed, 
including revisions to those elements of the WCMP that can be improved and addition of 
other elements found to be effective based on operations to date shall be submitted by the 
end of years five [date] and ten [date] of the permit term. 

Mitigation Plan:

The predicted AOI resulting from the Technical Evaluation extends beyond the property 
boundaries in the Middle and Lower Yorktown-Eastover aquifers.  Given this prediction, a 
Mitigation Plan to address potential claims from existing well owners within the predicted area of 
impact is included in the permit by reference. 

Well Tags:

Well tags will be transmitted with the final permit. 
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Part II
Special Conditions

Geophysical Log Data Collection:

Geophysical log information is needed to evaluate the top of the aquifer in use and the regulatory 
permitted pump intake limit, and to determine whether the current pump settings meet regulatory 
limitations.  The Department requires collection of a geophysical log for each new well to be 
included in a Groundwater Withdrawal Permit. Given the large number of wells associated with 
poultry facilities, the Department agreed to work with applicants that had constructed wells prior 
to application to allow for a reduced number of geophysical logs required to represent the wells 
keeping in mind the need to evaluate lateral variation in the hydrogeology. The Permittee must 
contact DEQ at least two months prior to scheduling the geophysical logs to allow for Department 
scheduling. 

The collection of geophysical log data requires a borehole to be drilled at least to the depth of the 
deepest facility well, or an alternative depth at the discretion of the Department, and the logging 
equipment run down the full depth of the hole.  Geophysical logging is to include 16"/64" Normal, 
Single Point, Self-Potential, and Natural Gamma at a scale of 20 feet per inch.  Collection of a full 
suite of geophysical logs and a drillers log is required by July 31, 2023, at two (2) locations with 
the locations and depths approved by DEQ. Additional geophysical log locations may be required 
by Department staff as warranted depending on site hydrogeology to evaluate lateral variation in 
the aquifer top elevations.  These logs will be used to represent the remaining facility wells.  
Department staff must be present for the geophysical logging to evaluate the log and well cuttings. 

Pump Intake Determination and Reset:

Within 90 days of notification of pump intake limits by the Department based on the geophysical 
data, the permittee shall ensure all pump intakes are set above the identified limits. The Permittee 
is to notify the Department of the work schedule and to submit written documentation of the pump 
setting within 30 days of the work. 

Meter Installation/Verification:

The facility has meters installed at each well. In cases where meters are found to be incorrectly 
installed or otherwise failing to capture the total water use of each well, DEQ will notify the 
permittee of such via an inspection report and the permittee shall correct any meter issues within 
60 days.

Unknown Well Construction:

Construction information was not available for Well #1 (DEQ Well #100-01637), and Well #2 
(DEQ Well #100-01638) and construction in the Lower Yorktown-Eastover aquifer was assumed 
from the Well #3, #4, and #5 construction data. A camera survey is required by September 30, 
2022 to determine well construction information and document the pump intake depth. DEQ shall
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be notified at least two weeks prior to any camera survey being conducted to allow Department 
staff to be present during the camera survey. A video recording of the camera survey is required 
for each surveyed well.  Surveys where the well and screen depths, and the pump intake depth 
cannot be confidently determined will not be accepted by the Department.  

Alternative Source Development:

The facility is supplied by wells screened in the confined Lower Yorktown-Eastover aquifer.  The 
confined aquifer system on the eastern shore is considered to be of higher quality than the surficial 
(water table) aquifer and is the potable water supply for the Eastern Shore. The regulation requires 
the lowest quality water available be applied to the permitted use. While the application states 
generally that the surficial aquifer would not be viable, site-specific investigation is necessary to 
evaluate the surficial aquifer quality and availability.  No later than September 30, 2025, an 
alternative source investigation must be completed and the results submitted to DEQ for review 
and acceptance, no later than March 31, 2026. The investigation shall provide pump test and water 
quality data from a test or production well screened in the surficial aquifer on the facility site as 
well as conclusions on the capability of the surficial aquifer to supply the water needs for the 
facility.

Part III
General Conditions

General Conditions are applied to all Groundwater Withdrawal Permits, as stated in the Groundwater 
Withdrawal Regulations, 9VAC25-610-10 et seq.

Public Comment

Relevant Regulatory Agency Comments: 
Summary of VDH Comments and Actions:

This facility is not a public water supply so soliciting comments from VDH was not required. 

Public Involvement during Application Process: 

Local and Area wide Planning Requirements:

The Accomack County Administrator indicated on October 4, 2018, that the facility’s operations 
are consistent with all ordinances.

The following sections will be completed after close of the public comment period. 
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Public Comment/Meetings: 

_________________________________________ 

_________________________________________ 

The public notice was published in xxxxxx on XXX. The public comment period ran from xxxxx 
to xxxxx 

Changes in Permit Part II Due to Public Comments 

Changes in Permit Part III Due to Public Comments

Staff Findings and Recommendations

Based on review of the permit application, staff provides the following findings. 

" The proposed activity is consistent with the provisions of the Ground Water Management Act of 
1992, and will protect other beneficial uses. 

" The proposed permit addresses minimization of the amount of groundwater needed to provide the 
intended beneficial use. 

" The effect of the impact will not cause or contribute to significant impairment of state waters. 
" This permit includes a plan to mitigate adverse impacts on existing groundwater users.

Staff recommends Groundwater Withdrawal Permit Number GW0077300 be issued as proposed.

Attachments

1. Technical Evaluation
2. Water Conservation Plan
3. Mitigation Plan
4. Water Use Calculation Worksheet 
5. Public Comment Sheet

Approved:
Director, Office of Water Supply

Date:
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Application /Permit Number: GW0077300 
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Owner / Applicant Name: Hien Tran 

Facility / System Name: Fulushou Inc. 

Facility Type: Agriculture m Poultry Farm 

Facility / System Location: Accomack County

MYV =`^^`_hVR]eY `W OZcXZ_ZRpd Ac`f_UhReVc PZeYUcRhR] KVXf]ReZ`_d (7O;=03-610-110(D) state that, 
for a permit to be issued for a new withdrawal, to expand an existing withdrawal, or reapply for a current 
withdrawal, a technical evaluation shall be conducted. This report documents the results of the technical 
evaluation conducted to meet the requirements for the issuance of a permit to withdrawal groundwater within 
a Groundwater Management Area as defined in (9VAC25-600-10 et seq.). 

This evaluation determines the:  
(1) The Area of Impact (AOI): The AOI for an aquifer is the areal extent of each aquifer where one 

foot or more of drawdown is predicted to occur as a result of the proposed withdrawal.  
(2) Water Quality: The potential for the proposed withdrawal to cause salt water intrusion into any 

portions of any aquifers or the movement of waters of lower quality to areas where such movement 
would result in adverse impacts on existing groundwater users or the groundwater resource as per 
(9VAC25-610-110(D)(2), and  

(3) The Eighty Percent Drawdown (80% Drawdown): The proposed withdrawal in combination with all 
existing lawful withdrawals will not lower water levels, in any confined aquifer that the withdrawal 
impacts, below a point that represents 80% of the distance between the land surface and the top of the 
aquifer at the points where the one-foot drawdown contour is predicted for the proposed withdrawal 
as per 9VAC25-610-110(D)(3)(h).  

Summary of Requested Withdrawal: 
General:  
C_ cVda`_dV e` eYV >VaRce^V_e `W ?_gZc`_^V_eR] JfR]Zejpd (>?J) =`^a]ZR_TV ;ddZdeR_TV @cR^Vh`c\ 

initiative, a cohort of poultry farms in Accomack County were identified as potentially requiring a 
groundwater withdrawal permit (GWWP).  The farms primarily grow broilers which are processed by 
several poultry integrators located in the area. These farms use groundwater to provide drinking water to 
the birds as well as to supply water to either misting systems or evaporative cooling pads which cool the 
birds.  Cooling is primarily required in summer.  Most wells associated with poultry farms in Accomack 
County are screened in either the upper, middle, or lower Yorktown-Eastover aquifers.  The use of the 
Columbia (water-table) aquifer is being investigated by the industry and this aquifer may be used in the 
future to augment withdrawals from confined aquifers where possible. 

Water use for poultry farms varies seasonally as well as in response to the poultry life cycle.  Generally 
during winter, fall, and spring, facility withdrawals rise and fall in a fairly predictable pattern every 50-60 
days, with usage primarily resulting from water consumption.  This pattern starts with low water
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consumption volumes for chick development and maxes out in the last 20-30 days as breeders seek to 
maximize adult weight gains.  Typically, farms raise around five flocks per year with this cycle repeating 
each time.  During the summer, withdrawal volumes increase due to additional water usage for flock 
cooling purposes.  A few farms have additional sanitary and other agricultural uses (crops/other 
livestock).   

 

Facility Specific: 
Fulushou Inc. has twelve (12) poultry houses and five (5) production wells.  The houses arV VRTY 2.p i 

34.p, ;]] /0 Y`fdVd hVcV T`_decfTeVU acZ`c e` 0..0 and four were constructed prior to 1994 based on 
aerial photo documentation. Proposed withdrawal limits were calculated based on the total of both 
consumption (drinking water) and cooling.  Water use for consumption was calculated based on 
meter/computer data from the farm.  Water use for cooling was calculated based on metered data. 

The proposed withdrawal limits, and well construction details, are as follows:

Proposed Withdrawal Limits:
Proposed Withdrawal Limits 

Annual Value 9,100,000 gallons (24,932 average gpd)
Monthly Value 3,800,000 gallons (122,581 average gpd)

Proposed Apportionment of Withdrawal: 
Due to the well and plumbing configuration, the withdrawal will be apportioned fairly equally between 
the system wells.

Production Well(s):
Identification Location Construction Pump Intake Source Aquifer
Owner Well Name:
Well #1
DEQ Well 
Number: 100-
01637 
MPID:
375426075330401 

Lat:37° 54' 25.866"
Lon:-75° 33'
4.183"

Datum: WGS84
Elevation: 42 

Completion 
Date:
Not Determined, 
by 1994
Screens (ft-bls):
280-3201

Total Depth (ft-
bls): 3201

Not 
Determined

Lower Yorktown-
Eastover

Owner Well Name:
Well #2
DEQ Well 
Number: 100-
01638 
MPID:
375424075330502 

Lat:37° 54' 23.773"
Lon:-75° 33'
5.338"

Datum: WGS84
Elevation: 42 

Completion 
Date:
Not Determined, 
by 1994
Screens (ft-bls):
280-3201

Total Depth (ft-
bls): 3201

Not 
Determined

Lower Yorktown-
Eastover
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Owner Well Name:  
Well #3 
DEQ Well 
Number: 100-
01639 
MPID: 
375420075330403 

Lat:37° 54' 20.054" 
Lon:-75° 33' 
3.858" 
(SE of H1) 

Datum:  
Elevation: 42 

Completion 
Date:  
12/16/1998 

Screens (ft-bls): 
280-320 

Total Depth (ft-
bls): 320

160 Lower Yorktown-
Eastover

Owner Well Name:  
Well #4 
DEQ Well 
Number: 100-
01640 
MPID: 
375420075330404 

Lat:37° 54' 21.117" 
Lon:-75° 33' 
6.511" 
(Btw H1&H9) 

Datum:  
Elevation: 42 

Completion 
Date:  
12/10/1998 

Screens (ft-bls): 
280-320 

Total Depth (ft-
bls): 320

160 Lower Yorktown-
Eastover

Owner Well Name:  
Well #5 
DEQ Well 
Number: 100-
01641 
MPID: 
375420075331005 

Lat:37° 54' 20.442" 
Lon:-
75°33'10.083" 
(Btw H10 & 
H11) 

Datum:  
Elevation: 42 

Completion 
Date:  
12/21/1999 

Screens (ft-bls): 
280-320 

Total Depth (ft-
bls): 320 

160 Lower Yorktown-
Eastover

Notes: poultry house numbers were assigned as 1-12 from N to S. Well locations to match existing GW-2 data 
were determined based on available information, but are not certain.  The three wells with GW-2 forms were 
constructed the same regardless. 
1Depth and screen interval assumed from other well construction but to be verified with a camera survey.

Geologic Setting: 
The Fulushou Inc. wells (applicant wells) are located in northern Accomack County.  The production wells 
are screened in the Lower Yorktown-Eastover aquifer.  The upper portion of the Yorktown-Eastover aquifer 
(described in the 2006 Virginia Coastal Plain Hydrologic Framework1 (VCPHF) as a combination of the 
Upper, Middle, and Lower Yorktown-Eastover aquifers) is composed primarily of estuarine to marine quartz 
sands of the Yorktown Formation of Pliocene age.  The nearest USGS geologic cross section found in USGS 
Professional Paper 1731 is cross-section GS-GS' (see attached figure at the end of the report).

1 McFarland, E.R., and Bruce, T.S., 2006, The Virginia Coastal Plain Hydrogeologic Framework: U.S. Geological Survey 
Professional Paper 1731, 118 p., 25 pls.
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Virginia Eastern Shore Model data: 
The following table lists the location of the applicant production wells within the Virginia Eastern Shore 
Model2 (VAHydro-ES).

VAHydro-ES Model Grid
Well Well Number MPID Row Column

Well #1 100-01637 375426075330401 54 52
Well #2 100-01638 375424075330502 54 52
Well #3 100-01639 375420075330403 54 52
Well #4 100-01640 375420075330404 54 52
Well #5 100-01641 375420075331005 54 52

Hydrologic Framework: 
Data from the VCPHF is reported in this technical report to illustrate the hydrogeologic characteristics of 
the aquifers in the Virginia Eastern Shore near the applicant wells and identify major discrepancies 
between regional hydrogeology and site logs interpreted by the DEQ staff geologist.  

The following average aquifer elevations were estimated from the VAHydro-ES at the model cell(s) 
containing the applicant production wells.

VAHydro-ES Average Hydrologic Unit Information

Aquifer Elevation (feet msl) Depth (feet bls)

Surface 41 0 

Columbia aquifer (bottom) -29 70 

Upper Yorktown-Eastover aquifer (top) -90 131 

Upper Yorktown-Eastover aquifer (bottom) -134 175 

Middle Yorktown-Eastover aquifer (top) -170 211 

Middle Yorktown-Eastover aquifer (bottom) -197 238 

Lower Yorktown-Eastover aquifer (top) -227 268 

Lower Yorktown-Eastover aquifer (bottom) -331 372 

Eastern Shore Hydrogeologic Framework Based Recommendations: 
Due to a lack of geophysical borehole data, DEQ staff has reviewed available information and made the 
following preliminary determinations regarding the location of the aquifer tops for the following wells 
based upon a review of the GW-2 forms available and The Virginia Coastal Plain Hydrogeologic 
Framework (USGS Professional Paper 1731).  Further evaluation of aquifer tops will be conducted during 
the upcoming permit term and as additional geophysical information becomes available.

Unit
Well #1 through Well #5 

(ft-bls)
Top of the Upper Yorktown-Eastover 132
Top of the Middle Yorktown-Eastover 212
Top of the Lower Yorktown-Eastover 270

2 Sanford, W.E., Pope, J.P., and Nelms, D.L., 2009, Simulation of groundwater-level and salinity changes in the Eastern Shore, 
Virginia: U.S. Geological Survey Scientific Investigations Report 2009m5066, 125 p.
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Water Level Comparison: 
Below water levels retrieved from the USGS regional observation network wells are compared to the 
simulated water levels reported in the Virginia Eastern Shore 2017-2018 Annual Simulation of 
Potentiometric Groundwater Surface Elevations of Reported and Total Permitted Use report (the 2017-
2018 report) and simulation files.3  This comparison is made in order to evaluate the performance of the 
regional model in the vicinity of the applicant wells and assess historical groundwater trends.

 

 

The 2017-2018 report provides two sets of simulated potentiometric water surface elevations.  The 
VAHydroGW-ES model is divided into three parts.  The first portion of the model simulates water levels 
within the Eastern Shore aquifers from 1900 through 2017 based upon historically reported pumping 
amounts (the nHistoric Use Simulationo), MYZd a`ceZ`_ `W eYV ^`UV] YRd SVV_ TR]ZScReVU e` ^ReTY hReVc 

levels observed in USGS regional observation network wells situated throughout the peninsula.  The water 
levels reported in the 2017-2018 report are based upon two separate simulations, each simulation running 
from 2018 through 2067.  The simulated pumping amount in these two simulations are based upon, 1) the 
average 2013-2017 reported withdrawal amount of wells in the VAHydroGW-ES model (the nKeported Use 
Simulation") and, 2) the current (2018) maximum withdrawal amount allowed under their current permit for 
wells in the VAHydroGW-ES model (the nTotal Permitted Simulation").  Both these simulations are an 
extension of the Historic Use Simulation and the water levels reported in the 2017-2018 report are the final 
water levels simulated at the end of the simulations (2067).  

MYV nO;BjUc`AP-ES 2067 Reported Use PReVc EVgV]*o cVa`ceVU Z_ eYV eRS]Vd SV]`h* Zd eYV dZ^f]ReVU 

water level m 50 years from present m if all permitted pumping continued at the average 2013-2017 reported 
withdrawal amount W`c eYV _Vie 3. jVRcd, ;_U eYV nO;BjUc`AP-ES 2067 Total Permitted PReVc EVgV]*o 

reported in the tables below, is the simulated water level m 50 years from present m if all Eastern Shore 
permitted wells were to pump at the maximum permitted amount allowed under their current permit for the 
_Vie 3. jVRcd, @Z_R]]j* eYV nO;BjUc`AP-?L 0./5 BZde`cZT NdV PReVc EVgV]*o cVa`ceVU Z_ eYV eRS]Vd SV]`h* 

is the water level simulated for the year 2017 in the Historic Use Simulation.   

The nearest USGS regional observation network wells to the applicant wells, completed in the Upper, 
Middle, or Lower Yorktown-Eastover aquifers, are listed in the following tables and shown in Figure 1.  
For the USGS regional observation network wells, average 2017 reported water levels are shown in the 
following tables.  Simulated water levels for the Upper, Middle, and Lower Yorktown-Eastover aquifers, 
for the VAHydroGW-ES cells containing the USGS regional observation network wells are also shown in 
the following tables.

3 See Virginia Eastern Shore 2017-2018 Annual Simulation of Potentiometric Groundwater Surface Elevations of Reported and 
Total Permitted Use report and simulation files on file with the VA DEQ.
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Figure 1. Nearest USGS regional observation network wells.

Comparing the VAHydroGW-ES 2017 Historic Use Water Level with the USGS Network Well 2017 Water 
Level provides a method for judging the accuracy of the VAHydroGW-ES.  Figures 2 through 9 show graphs 
of the recorded water levels from the USGS observation wells listed in the following tables.  These figures 
also show the simulated VAHydroGW-ES Historic Use Simulation water levels for the model cell containing 
each USGS well.  Observing the simulated and observed water elevations together provide a second method 
for assessing the accuracy of the VAHydroGW-ES in the vicinity of the applicant wells.

The Upper Yorktown-Eastover VAHydroGW-ES 2017 Reported Use Water Level is the same value as the 
USGS Network Well 2017 Water Level observed in Well 66L 2 SOW 107A; while the 2017 VAHydroGW-
ES water level is a few feet higher than the level observed in Well 66M 16 SOW 110A.  The water levels 
observed over the past approximately 40 years in both Upper Yorktown-Eastover USGS wells are shown in 
Figures 2 and 3.  Both wells exhibit yearly fluctuations in water levels of approximately 2 to 4 feet.  Water 
levels simulated by the VAHydroGW-ES do not fluctuate in the same manner because the pumping and 
recharge simulated in the model for any given year are averaged over the year and entered in the model as 
the average value for the year.  Water levels for Well 66L 2 SOW 107A are in general agreement with the 
water level simulated by the VAHydroGW-ES.  Water levels for Well 66M 16 SOW 110A are 
approximately 4 feet lower for the period of record than those simulated by the VAHydroGW-ES.

The Middle Yorktown-Eastover VAHydroGW-ES 2017 Reported Use Water Levels are one-half to six feet 
lower than the USGS Network Well 2017 Water Levels observed in Well 66L 3 SOW 107B, Well 66M 17 
SOW 110B, and Well 66M 26 SOW 181D.  The water levels observed over the past 30 to 40 years in the 
Middle Yorktown-Eastover USGS wells are shown in Figures 4 through 6.  Each well exhibits yearly
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fluctuations in water levels of approximately 2 to 4 feet.  Water levels for the USGS Middle Yorktown-
Eastover wells are in general agreement with the water level simulated by the VAHydroGW-ES m especially 
for wells 66L 3 SOW 107B and 66M 17 SOW 110B.  While still reasonably accurate, water levels for 66M 
26 SOW 181D are lower than and have diverged slightly from those simulated by the VAHydroGW-ES 
over the past 15 years.

The Lower Yorktown-Eastover VAHydroGW-ES 2017 Reported Use Water Levels are one to five feet 
lower than the USGS Network Well 2017 Water Levels observed in Well 66L 1 SOW 107C, Well 66M 18 
SOW 110C, and Well 66M 25 SOW 181C.  The water levels observed over the past 30 to 40 years in the 
Lower Yorktown-Eastover USGS wells are shown in Figures 7 through 9.  Each well exhibits yearly 
fluctuations in water levels of approximately 2 to 4 feet.  Water levels for the USGS Lower Yorktown-
Eastover wells are in general agreement with the water level simulated by the VAHydroGW-ES.

Differences between observed and simulated water levels will be noted and addressed during the next 
calibration of the VAHydroGW-ES. 

Upper Yorktown-Eastover Measurements 
66L 2 SOW 

107A
66M 16 

SOW 110A

Distance from applicant wells (miles)  2.4 3.8 

VAHydroGW-ES Row 63 41 

VAHydroGW-ES Column 61 37 

VAHydroGW-ES Land Surface Elevation (ft-msl) 27 10 

USGS Well Land Surface Elevation (ft-msl) 10 11 

USGS Network Well 2017 Water Level (ft-msl) 0.9 1.1 

VAHydroGW-ES 2017 Reported Use Water Level (ft-msl) 0.9 4.5 

VAHydroGW-ES 2067 Reported Use Water Level (ft-msl) 0.2 4.5 

VAHydroGW-ES 2067 Total Permitted Water Level (ft-msl) -0.9 4.5 

Middle Yorktown-Eastover Measurements
66L 3 

SOW 107B
66M 17 

SOW 110B
66M 26 

SOW 181D

Distance from applicant wells (miles)  2.4 3.8 3.6 

VAHydroGW-ES Row 63 41 51 

VAHydroGW-ES Column 61 37 33 

VAHydroGW-ES Land Surface Elevation (ft-msl) 27 10 6 

Land Surface Elevation (ft-msl) 10 11 6 

USGS Network Well 2017 Water Level (ft-msl) 0.5 0.3 5.0 

VAHydroGW-ES 2017 Reported Use Water Level (ft-msl) 0.0 -1.0 -1.1 

VAHydroGW-ES 2067 Reported Use Water Level (ft-msl) -0.7 -2.1 -1.7 

VAHydroGW-ES 2067 Total Permitted Water Level (ft-msl) -31.4 -2.7 -2.1 
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Figure 9. USGS Regional Observation Well 66M 25 SOW 181C, Lower Yorktown-Eastover aquifer water levels recorded 
from 1987 to present (well depth 340 ft bls, land surface 6 ft msl).

Aquifer Test(s): 
An aquifer test has not been conducted for this system and the VAHydroGW-ES model was used to 
evaluate the application. The following table provides the average hydrogeologic properties assigned to 
the VAHydroGW-ES cell(s) containing the applicant wells.

Virginia Eastern Shore Model Hydrogeologic Properties: Row 54/Column 52

Aquifer
Top 

Elevation 
(feet msl)

Top 
Elevation 
(feet bls)

Aquifer 
Thickness 

(feet)

Horizontal 
Conductivity 

(feet/day)

Vertical 
Conductivity 

(feet/day)

Specific 
Storage 
(1/feet)

Specific 
Yield

Columbia 41 0 70 75 0.5 0.00001 0.15

Upper Yorktown-Eastover -90 131 44 6 4.3 0.000004 N/A

Middle Yorktown-Eastover -170 211 27 7 8.4 0.000004 N/A

Lower Yorktown-Eastover -227 268 104 7 6.1 0.000004 N/A

Model Results

Evaluation of Withdrawal Impacts: 
The VAHydroGW-ES model was used to simulate the effects resulting from the proposed withdrawal due 
to the multi-aquifer impacts.  The stabilized effects resulting from the proposed withdrawal were 
simulated at the annual permitted withdrawal rate of 9,100,000 gallons per year (24,932 average gpd).  
The stabilized effects were simulated by replacing the reported use amounts in the 2017 VAHydroGW-
ES Reported Use Simulation with the current maximum annual withdrawal limit allowed under the terms 
of their permit for all Ground Water Management Area (GWMA) permit holders.  That same simulation 
was executed twice, once with the proposed withdrawal removed (the baseline simulation), and once with 
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the proposed withdrawal added (the proposed withdrawal simulation).  The stabilized effects of the 
proposed withdrawal were considered by simulating both simulations for 50 years and observing the 
difference in water potentiometric levels at the end of the simulations.

Area of Impact: 
The area of impact (AOI) for an aquifer is the area where the additional drawdown due to the proposed 
withdrawal exceeds one foot.  The results of the VAHydroGW-ES simulations, outlined in the preceding 
section, predict areas of impact in the Middle and Lower Yorktown-Eastover aquifers.  The AOI areas 
extend a maximum distance of approximately 0.4 and 0.9 miles from the production center for the Middle 
and Lower Yorktown-Eastover aquifers.  AOI maps for all affected aquifers are attached to this report.

80 % Drawdown:  
The 80% drawdown criterion was evaluated for all impacted, confined aquifers in the Virginia Eastern Shore 
using the VAHydroGW-ES proposed withdrawal simulation.  The elevations of the top of the Upper, 
Middle, and Lower Yorktown-Eastover aquifers at the VAHydroGW-ES cell (row 54, column 52) simulating 
the greatest drawdown are -90, -170, and -227 feet msl, respectively.  Based on the results of the proposed 
withdrawal simulation the predicted potentiometric water levels at the same VAHydroGW-ES cell are 2.7, 
-8.1, and -55.1 feet msl for the Upper, Middle, and Lower Yorktown-Eastover aquifers, respectively.  The 
80% drawdown criterion allows the potentiometric water level (based on the critical surface elevation 
calculated from the VAHydroGW-ES data) to be reduced to -68.0, -132.6, and -178.8 feet msl in the Upper, 
Middle, and Lower Yorktown-Eastover aquifers, respectively.  Therefore, the water levels in the 
VAHydroGW-ES cell containing the applicant wells for each confined aquifer are not simulated to fall 
below the critical surface.  Additionally, no new VAHydroGW-ES cells are simulated to have water levels 
fall below the critical surface.  Therefore, this withdrawal is within the limits set by the 80% drawdown 
criterion.  

The requested withdrawal is allocated 100% to the Lower Yorktown-Eastover aquifer.  The technical 
evaluation analysis indicated that the apportionment of the requested withdrawal amount among the 
applicant production wells had no significant effect on the outcome of the technical evaluation.

Water Quality: 
The EPA has established the National Secondary Drinking Water Regulations (NSDWRs) which are non-
enforceable guidelines regulating contaminants that may cause cosmetic or aesthetic (such as taste, odor, 
or color) effects in drinking water.  The EPA recommends the secondary standards to water systems m
states may choose to adopt them as enforceable standards.  The EPA NSDWRs specify the limit on 
chloride as 250 mg/L.  

The VAHydroGW-ES was created "to help the Commonwealth and local water managers better plan 
water use and estimate future changes in water and salinity levels in response to changes in water use."4

Use of the model to predict future chloride concentrations results in a "general useful understanding of 
system behavior, but water-resource managers must be careful in trusting the accuracy of predictions at 
individual wells from a regional model."5  Further, chloride concentrations at individual wells, predicted 
using the regional model, should not be relied upon to predict actual concentrations at those locations.

The potential for adverse changes to water quality due to the requested withdrawal was evaluated using 
transient, density-dependent, SEAWAT simulations using the VAHydroGW-ES.  Two simulations were

4 Sanford, W.E., Pope, J.P., and Nelms, D.L., 2009, Simulation of groundwater-level and salinity changes in the Eastern Shore, 
Virginia: U.S. Geological Survey Scientific Investigations Report 2009m5066, 125 p. 
5 Sanford, W.E. and Pope, J.P., 2009, Current challenges using models to forecast seawater intrusion: lessons from the Eastern 
Shore of Virginia, USA. Hydrogeology Journal (2009), Volume: 18, Issue: 1, p: 73-93
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executed m one simulation without the proposed withdrawal included and a second with the proposed 
withdrawal included.  Both simulations were executed for 50 years.  And both used the 2017 total 
permitted stresses, concentrations, and heads as starting conditions.  In an effort to simulate the long-term 
effects on water quality due to the proposed withdrawal, the amount of 9,100,000 gallons per year 
(24,932 average gpd) was used for the duration of the second simulation.  The two simulations were 
compared to evaluate the potential for adverse changes to water quality.  The results indicated that no 
model cells simulate an increase in chloride concentration greater than 15 mg/L due to the proposed 
withdrawal.  Therefore, the VAHydroGW-ES model results do not indicate the potential for reduced 
water quality as a result of the proposed withdrawal.

Conclusion: 
The withdrawal requested by Hien Tran for the Fulushou Inc. withdrawal satisfies the technical 
evaluation criteria for permit issuance.  The AOIs for the Middle and Lower Yorktown-Eastover aquifers 
are shown in the following maps.  There are no existing permitteU hV]]d ]`TReVU hZeYZ_ eYV Raa]ZTR_epd 

AOI.
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YUUT GY VXGIZOIGR& ;L ZNK IRGOS OY JKTOKJ H_ ZNK IUSSOZZKK% 9OKT CXGT SG_ YKKQ XKOSH[XYKSKTZ 

LXUS ZNK IRGOSGTZ LUX ZNK IRGOSGTZ"Y IUSSOZZKK XKVXKYKTZGZO\K GTJ UTK NGRL UL ZNK +XJ

XKVXKYKTZGZO\K UT ZNK IUSSOZZKK&

;L G IRGOSGTZ ]OZNOT ZNK OTJOIGZKJ GXKG UL OSVGIZ OTJOIGZKY ZNGZ ZNK_ GXK U[Z UL ]GZKX%  

?GMK * UL +



9OKT CXGT ]ORR GIIKVZ ZNK XKYVUTYOHOROZ_ UL VXU\OJOTM ]GZKX LUX N[SGT IUTY[SVZO\K TKKJY ]OZNOT 

SJVJPTX$TWQ "-(# LQURS GTJ ZU IU\KX ZNK IRGOS XK\OK] VKXOUJ& 

 

  

9OKT CXGT XKYKX\KY ZNK XOMNZ ZU 

XKIU\KX ZNK IUYZ UL Y[IN KSKXMKTI_ Y[VVR_ OL ZNK IRGOS OY JKTOKJ H_ 9OKT CXGT UX LU[TJ ZU HK 

LXG[J[RKTZ UX LXO\URU[Y& 

 

;L 9OKT CXGT JKTOKY G IRGOS GTJ ZNK IRGOSGTZ KRKIZY ZU VXUIKKJ ]OZN ZNK 

ZNXKK #+$ SKSHKX IUSSOZZKK% 9OKT CXGT ]ORR IUTZOT[K ZNK KSKXMKTI_ ]GZKX Y[VVR_ GZ ZNK 

IRGOSGTZY XKW[KYZ J[XOTM ZNK IUSSOZZKK"Y JKROHKXGZOUTY% H[Z XKYKX\KY ZNK XOMNZ ZU XKIU\KX ZNK ZUZGR 

IUYZY UL KSKXMKTI_ ]GZKX Y[VVR_ OT ZNK IGYK ZNGZ ZNK IUSSOZZKK [VNURJY ZNK JKTOGR UL ZNK IRGOS& 

BOSORGXR_% 9OKT CXGT XKYKX\KY ZNK XOMNZ ZU XKIU\KX IUYZY GYYUIOGZKJ ]OZN ZNK IRGOS VXUIKYY OL G 

IRGOS OY LU[TJ ZU HK LXG[J[RKTZ UX LXO\URU[Y&

 

 

 

 

;L OZ OY JKZKXSOTKJ H_ ZNK IUSSOZZKK UX YNU]T ZU ZNK IUSSOZZKK"Y YGZOYLGIZOUT ZNGZ G ]KRR 

UVKXGZOTM [TJKX G SOZOMGZOUT VRGT YOSORGX ZU 9OKT CXGT' 7[R[YNU[ OTI& ?RGT UZNKX ZNGT ZNUYK 

 

U]TKJ GTJ UVKXGZKJ H_ 9OKT CXGT NGY IUTZXOH[ZKJ ZU ZNK IRGOSKJ GJ\KXYK OSVGIZ% 9OKT CXGT 

YNGXK UL ZNK IUYZY GYYUIOGZKJ ]OZN SOZOMGZOUT ]ORR HK GRRUIGZKJ OT VXUVUXZOUT ZU OZY YNGXK UL ZNK 

OSVGIZ& B[IN G JKZKXSOTGZOUT YNGRR HK SGJK H_ ZNK IUSSOZZKK GLZKX TUZOLOIGZOUT UL ZNK ZNOXJ VGXZ_ 

]KRR U]TKX% MO\OTM ZNK ZNOXJ VGXZ_ ]KRR U]TKX UVVUXZ[TOZ_ ZU VGXZOIOVGZK OT ZNK VXUIKKJOTMY UL ZNK 

IUSSOZZKK&

=80; 0297;7@A?0A7<;

=UZNOTM OT ZNK ?RGT YNGRR HK IUTYZX[KJ ZU VXK\KTZ ZNK 5KVGXZSKTZ UL 6T\OXUTSKTZGR @[GROZ_ BZGLL 

LXUS VXU\OJOTM OTLUXSGZOUT TKKJKJ LUX XKYUR[ZOUT UL IRGOSY H_ ZNK IUSSOZZKK&

?GMK + UL +
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Jevq Reqi> Jypywlsy Mrg# #### # # # # #

## ### # # # # #Gsyrx}> Eggsqego

# #

# # # # #Tivqmx Ettpmgexmsr [exiv Yweki Gepgypexmsrw

Jegmpmx} Mrjsvqexmsr

# # # # # #cc45c lsywiw D 73 jx {mhxl

# # # # # #

# # # # # #

# # # # # #ccccc lsywiw D 83 jx {mhxl

ccccc lsywiw D 93 jx {mhxl

cc cc lsywiw D 99 jx {mhxl

#

# # # #ccccc jpsgow tiv }iev

Gsrwyqtxmsr

#

# # # # # #

# # # # # # # # # # # # # #

# # # # # # # # # # # # # # # # # # # #

# # # # # # # # # # # ## # # # # # # # #

# # # # # # # # # # # # ## # # #Exxegl e jevq0wtigmjmg xefpi sj hemp} {exiv gsrwyqtxmsr hexe jsv sri +4, jpsgo1 Wii exxeglih i|eqtpi

xefpi1 Xlmw i|eqtpi mrgpyhiw {exiv ywi jsv epp lsywiw jsv sri jpsgo1 Mj qixiv hexe mw jsv srp} sri lsywi

erh epp lsywiw evi wmqmpev mr wm~i/ xli pmqmxw fips{ {mpp riih xs fi qypxmtpmih f} xli ryqfiv sj lsywiw1

Ewwyqmrk xlex {exiv gsrwyqtxmsr viqemrw kirivepp} gsrwxerx jvsq jpsgo xs jpsgo/ xli erryep jpsgo

gsrwyqtxmsr qe} fi iwxmqexih ew jspps{w>

"55<+3 &36,2 #659<47;165 A c;3/;44cc
0+3

/36,2
#Û cc818ccc
/36,2

?8
#A cccccc6<<=44ccccccc
0+3

?8

### # ## # #Xsxep Erryep Gsrwyqtxmsr> 6<<=44 kep2}v -45 lsywiw A 7/999/=65 kep2}v# # #

Xli qsrxlp} jpsgo gsrwyqtxmsr qe} fi iwxmqexih f} ehhmrk yt xli hemp} {exiv gsrwyqtxmsr

jsv xli pewx 64 he}w sj xli jpsgo g}gpi +x}tmgepp} He}w 53083 sj e 83 he} jpsgo g}gpi,1

'+> '65;%3? &36,2 #659<47;165 A J $+13? *+;.8 #659<47;165 # #

# # # # # # # # # # # # # # # # # #

# # # # # # # # # # # # # # #qe|mqyq

CDE A@

CDE B@

A cc cc94/554ccccc
0+3
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#Qsrxlp} Gsrwyqtxmsr> 94/554 - 45 lsywiw A ;67/985 kep2qsrxl## ##### # #Xsxep



Gsspmrk#

# # # # # # # # # # # # # # #

#

Tiv Jmkyvi 45 sj Yrmzivwmx} sj Kisvkme/ Tsypxv} Lsywmrk Xmtw +Izetsvexmzi Gsspmrk Teh W}wxiq[exiv

#

# # # # # # # # # # # # # # # # #

# # #

Yweki,/ Zspyqi 5=/ Ryqfiv 4/ 534;/ xli izetsvexmzi gsspmrk teh {exiv yweki tiv xyrrip jer getegmx} mw

iwxmqexih ew jspps{w>

"55<+3 )51; #663150 +%+9;65/'$( '

493/333
0+3
?8

#433/333 ,/4

#

'

419
0+3
?8

#4 ,/4

#
#

# # # # # # # # # # # ###

# # # # # # # # # # # # # # #Tiv Teki 9 sj Gsff0Zerxviww/ Fvsmpiv Qerekiqirx Kymhi/ Rsziqfiv 48/ 5346/ xli xyrrip jer getegmx}

+stivexmrk ex er emvwtiih sj 933 jtq, qe} fi iwxmqexih ew jspps{w>

(<55.3 &+5 #+7+,1;?

A F55</333
,/4

73 /; =1-;%

#
#

# # #& """""#$""""" %6<9.9D73 /; =1-;%H

. F5<8/333
,/4

83 /; =1-;%

#
#

# # #& """""""""" %6<9.9D 83 /; =1-;%H

. F675/333
,/4

93 /; =1-;%

#
#

# # #& """""""""" %6<9.9D 93 /; =1-;%H

. F6;9/533
,/4

99 /; =1-;%

#

##

# # # # # # # # # # # # # # # # ###

#

# # #& """"""""" %6<9.9D 99 /; =1-;%H

A ccccc5/58;/533cccccccc ,/4

Kmzir xli erryep yrmx gsspmrk erh xyrrip jer getegmx}/ xli erryep gsspmrk qe} fi iwxmqexih ew jspps{w>

"55<+3 #663150 A cc5/;68/333cc ,/4 Û

419
0+3
?8

#4 ,/4
#A cccc7/6;;/933cccc
0+3

?8



Viuyiwxih [mxlhve{ep Eqsyrxw# # #

# # # # # # # # # # # # # # # #

# # #

Xli xsxep erryep {mxlhve{ep eqsyrx qe} fi iwxmqexih f} ehhmrk xli erryep jpsgo gsrwyqtxmsr erh xli

#

erryep gsspmrk eqsyrxw1

"55<+3 "46<5; A cccc7/999/=65cccc
0+3

?8
#. cccc7/6;;/933ccccc
0+3

?8
#A cccc=/377/865cccc
0+3

?8

#

# # # # # # # # # # # # # #

# # # # # # # # # # # # # #Xli xsxep qsrxlp} {mxlhve{ep eqsyrx qe} fi iwxmqexih f} ehhmrk xli qe|mqyq qsrxlp} jpsgo

gsrwyqtxmsr eqsyrx erh sri0xlmvh sj xli erryep gsspmrk eqsyrx +erryep gsspmrk hmzmhih f} 6,1

'65;%3? "46<5; A ccccc;67/985ccccc
0+3

46

############# #######

. G
7/6;;/933

0+3
?8

6
#I A cccc5/4=6/<85cccc
0+3

46

DEQ calculated volumes

" Yearly: 9,044,532 gal 

" Monthly: 2,293,852 gal 

T.E Requested volumes

" Yearly: 9,100,000 gal 

" Monthly: 3,800,000 gal 



Example (Below table is just an example – use metered data for your facility or one similar)

Table 1 - Example Flock Water Consumption(gallons)

Day 
House #1 Water 

Use (Gal)

House #2 Water 

Use (Gal)

House #3 Water 

Use (Gal)

House #4 Water 

Use (Gal)

House #5 Water 

Use (Gal)

House #6 Water 

Use (Gal)

House #7 Water 

Use (Gall

House #8 Water 

Use (Gal) Total

1 6 37 84 57 77 73 3 0 337
2 72 90 167 113 173 118 61 11 805
3 135 160 244 187 252 216 94 36 1,324
4 138 178 278 229 291 274 140 62 1,590
5 161 206 313 263 332 308 215 94 1,892
6 222 270 377 342 404 358 255 137 2,365
7 272 323 427 410 443 468 322 191 2,856
8 354 402 561 539 545 665 425 252 3,743
9 383 436 569 553 574 722 648 569 4,454

10 412 466 621 579 619 593 582 402 4,274
11 439 522 650 647 696 715 675 500 4,844

12 481 576 708 732 710 823 760 609 5,399
13 522 615 780 782 842 897 855 718 6,011

14 516 584 765 764 826 860 806 677 5,798
15 639 732 821 882 894 976 895 806 6,645
16 652 739 900 968 957 1041 937 869 7,063

17 695 790 1023 1020 982 1061 1007 814 7,392
18 741 848 1067 1008 1018 1154 1127 1026 7,989
19 798 899 1101 952 1095 1216 1086 1084 8,231

20 835 954 1148 1323 1169 1332 1334 1177 9,272
21 863 965 1209 1312 1187 1432 1364 1253 9,565
22 908 1034 1328 1340 1259 1529 1439 1341 10,178
23 955 1139 1424 1396 1390 1632 1524 1393 10,853
24 975 1154 1480 1430 1475 1717 1600 1443 11,274
25 1023 1180 1527 1458 1548 1791 1709 1545 11,781
26 1094 1245 1602 1572 1595 1885 1829 1636 12,458
27 1147 1334 1695 1648 1661 1843 1927 1722 12,977
28 1159 1358 1691 1654 1675 1740 1922 1725 12,924
29 1197 1442 1733 1653 1775 2079 1984 1670 13,533
30 1246 1473 1812 1679 1719 2146 1981 1727 13,783
31 1208 1397 1723 1654 1717 2072 1899 1667 13,337
32 1390 1534 1831 1769 1845 2146 1911 1762 14,188
33 1436 1532 1905 1835 1878 2072 2130 1857 14,645
34 1435 1552 1865 1907 1930 2081 2121 1922 14,813
35 1411 1504 1759 1829 1880 2262 2153 1920 14,718
36 1406 1571 1882 1817 1918 2338 2208 1979 15,119
37 1622 1654 2077 2008 1982 2200 2219 2167 15,929
38 1646 1700 2150 2070 2079 2301 2212 2051 16,209
39 1661 1784 2199 2130 2086 2413 2498 2085 16,856
40 1773 1824 2270 2240 2172 2643 2508 2270 17,700
41 1872 1924 2340 2290 2189 2639 2437 2340 18,031
42 1818 2046 1940 2360 2230 2675 2464 2239 17,772

43 1905 2079 2350 2410 2284 2593 2541 2370 18,532
44 2010 2154 2480 2480 2321 2670 2590 2387 19,092
45 2143 2197 2570 2513 2378 2689 2642 2461 19,593



46 2246 2240 2590 2543 2410 2764 2687 2497 19,977
47 2379 2346 2620 2594 2467 2798 2741 2532 20,477

48 2854 2470 2680 2670 2497 2860 2796 2576 21,403
49 2940 2580 2800 2689 2540 2893 2860 2624 21,926
50 2950 2670 2801 2700 2589 2940 2940 2700 22,290

Total 57,145 60,909 72,937 72,000 71,575 81,713 78,063 69,895 564,237
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